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•	 Unloading of packages with Izopanel panels can only be performed 
using a crane or a fork-lift truck. 

•	 The unloading area and transport routes must be properly prepared 
and leveled.

•	 When unloading with a crane, use webbing straps and spacers. 
Spacers should be at least 4cm thick and protrude at least 5cm at 
each side of the package. They should be placed both above and 
under the package. (Fig.1)

•	 For panels of up to 6m in length, spacing of webbing straps cannot be 
less than 2m (Fig. 2)

•	 For panels longer than 6m, spacing of webbing straps should not 
exceed 4m. It is also necessary to use a lifting yoke (Fig. 3)

•	 When unloading with a fork-lift truck, panel claddings should be 
properly protected against damage by placing soft spacers on the 
forks (approx. 15-20cm wide),for example 1cm thick styrofoam. 

•	 Avoid transporting panels on rugged terrain and adjust the speed of 
the transport vehicle accordingly to minimize uneven pressure on 
the forks and dynamic impacts that may pose a risk of assembly 
deformation

•	 Remove any contamination from the forks and spacers.For panels of 
up to 6m in length, spacing of lifting forks cannot be less than 1.5m 
(Fig. 4)

DO NOT USE WIRE ROPES AND CHAINS FOR UNLOADING!

•	 When unloading panels longer than 6.0m with a fork-lift truck, 
additionally use a base extending the lifting fork width. (Fig. 5)

•	 Violation of the rules regarding safe loading and unloading results in 
the expiration of claims related to product quality defects.
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•	 Izopanel panels should be placed on a dry and level ground on 
supports, at a height of no less than 20cm above the storage area. It is 
allowed to stack a maximumof 2 packages only. (Fig. 6)

•	 Izopanel panels should be placed ensuring a slight slope to prevent 
accumulation of rainwater between panels.(Fig. 7)

•	 In order to avoid mechanical damages lift single panels 
only, rather than slide one panel over the other. (Fig. 8)

•	 Roof panels packed alternately – every second panel is 
turned with the hump down and requires turning during 
unloading.

•	 Avoid long-term storage (longer than two weeks) of 
Izopanel panels on the site.

•	 When storing panels on the site, cover them with a canvas 
to protect from weather conditions and UV radiation. Do not 
use plastic foils.

•	 If storage period is longer than two weeks, place Izopanel 
panels in a well ventilated place, protect them from sunlight 
and allow access of air to all layers.

•	 Remember to remove protective foil from claddings within 
a month from the date of manufacture of panels.

•	 Avoid walking on panel packages.
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FAILURE TO FOLLOW THE ABOVE INSTRUCTIONS WILL RENDER THE WARRANTY VOID!
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